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In his work studied machine of sorted self-propelled KT 45/18/13. This is a made in product brand
name Romania S. C. RALLY-BM. Com. Srl and is used-up for the assortment through material

vibrations of grain miscellaneous

(in the gravel chief and residues of marmora) achieved the

theoretical study of the dynamics of the box of the sieve, establishing the dynamic features ale this
motion the and in chief the localization of the resonance phenomenon.

1. INTRODUCTION

Machine of sorted self-propelled KT
45/18/13 is a made in product brand name
Romania S. C. RALLY BM.COM. S. R. L. Braila.
Machine is used-up for the assortment through
material vibrations of the grain of diverse sizes (of
habits his gravels marble residues). In abaft
experimentation produced the in conditions of
career were one consider anomalies to the dynamic
behavior of suspended sieve, binded of
phenomenal of which resonance drove to the of a
appearance fissures in frame of the sieve. In fig.
no. 1 is presented a general image, laterally what
he presents pozitionarea of the sieve on machine of
sorted.

Figure 1. Position of detail the suspended sieve on
machine of sorted KT 45/18/13.

General appearances of dynamic behavior of
the machine were abordate in [1,2], and the
experimental appearances in [3].

2. THE DYNAMIC MODEL OF THE
SIEVE SUSPENDED

Figure 2. The model of suspended sieve

C-the centre of table; A; B the points of elastic liaison
to chassis; O - place of location of harmonic
excitatorului; M-massage the sieve; J-the moment of
inertia axial mechanic against C; Fy the amplitude of the
force of excitation.

Estimating the kinetic energy of the sieve,
the potential energy of the connections and the
forces generalizate of excitation and applying the
equations Lagrange sp. I, as per [1, 2], he results
the mathematical model of the suspended sieve of
the elastic and excited forcedly of rotative
excitation, in the likeness of the system of
equations:
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X+d, x+d, o="f,cosm,

¢+d, X+d o =p,sin(ot-a)

M)

y+d, y="f;sinwt

where terms are the elements of the matrix
dynamically and the accelerations of excitation [2,
7].

The solution of the system enabled to caused the
next sizes what characterized the dynamic behavior
of the sieve:

The own throb motion of gallop.

P, =4/d,, = 2\/%; [s']

the own individual throbs of slide and
overturn are:

)

p,=+d, = 2‘/%; [s™] - for slide (3)
pr = v dqxp =
- for overturn (@)

[s”]

, [kh? vkt
J )

the own throbs ale of coupled vibrations
of slide and overturn:

P, =
LU -overturn
K J k, h?
=2-x
M 2 K 2 2 2 k
e e M A MK
J k, h J ok,
(%)
¢ the own vectors have the coupled motions
the by-pathes:
Mh? Kk, a?
—1+T(1+ ky 'F)‘F (6)
J X
My = 2
2Mh 2k, g2 2K
+.]| 1+ Mh (1+-x a—z) —4Ma X
J k. h Ik,
Mh? K, a’
A+ —(1+—2L )=
B R @)
My = 2
2Mh 2 2 2
— 1+ﬂ(1+&.a72) _4Ma &
J k, h Ik,

The general solution motions of glide the
overturn is mature from the equations own

motion whereat is added for each equation

the solutions constrained motions, falled
across phrasal:

X = X, sin(ot —0,)si Oy =

= @, Sin(ot - 0,) ®)

where: Xo- the amplitude motion of slide and o, -
the amplitude motion of overturn, and, 0, 6, - he
represents the phases motions of slide, respectively
overturn.

The amplitudes and the phases

constrained motions( 8), depending on the
initial sizes by-pathes:

o 9)
_2mo 2 \/(prz_mZ)z_z%(prz_wZ)dw+e~]'\2/| dxwz .
=T 7 2 2 5 [m]
M (('Oz_p1 )(Q) -P, )
o (10)
oy o Wo (2 o 2o
(0, ~07)" 225 (p," ~07)d, + o d,
:zﬁeruwz\/ !\/le — . e‘M [rad]
J (0" =p Yo' —p,)
Xon
0, =arctg J q)M [rad] (11)
(b -0’ -d,,
J
X,M
OT(pa2 _(Dz)
0, =arctg ; [rad] (12)
YMp 2 o)
[0 a
e The factor of amplification of the

vibration of slide, respectively the factor
of amplification of the vibration of
overturn, establish as report between( 9)
and( 10) and excitation magnitudes.

A-0?1p?f —k0-0?/p?)+k,

A ke - /p fi-0?rp2)

a r

(13)

Y- 1p2f —k -0’ 1p?)+ K,

_ 2
R Py (PR B

(14)
e The angles of defazaj ale constrained
motions, arises from( 11) and( 12) and
they have the expressions:

0, = arctg(tga —k,1-0’/ pf)) (15)
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0, = arctg(tga —Kk, /(- */ pj)) (16)

where:d,, =4k /M -he the dynamic factor
represents of slide; d,, =4k,h/M-the dynamic
factor of the overturn glide; d_ =4k h/J-the
dynamic  factor of the slide overturn;
d,, =4(k,h* +ka*)/J- dynamically of overturn;
d, =4k, /M-
f, = 2m,r,w’ /M -the acceleration
excitation; U, = 2m,r.ew’ /M -the angular

acceleration of excitation; e=x,"+y, -the
excentricity couple of excitation;

o = arctg(y, / X,) - lagging couple of excitation.

dynamically of gallop;

linear of

Xe=y8:2—°r0; ;(pezzmoroe;
x0T e,
My h Me?h? h
k1=2 Yo ;k2: J2 ;k3:2%;k4:
h? Mx_h '
= ik == ;kezkl;k7=h/x0;k8=%

0

3. THE NUMERICAL MODEL OF THE
DYNAMIC PROCESS

o Characteristic sizes ale of physical
model of the suspended sieve.
Characteristic sizes ale of physical model of the
suspended sieve. The what sizes characterizes the
model, obtained through mensurations, [2] are:
k,=11-10*N/m;k, =50-10° N/m; M=3496 kg;

m,=37,1 kg; r,=0,1138 m; e=0,6 m;a=1,311 m;
h=0,087 m; x,=0,55 m; y,=0,242 m; J=4169 kgm?;
B=15grd; e[0+1885]rad/sec.

e Characteristic sizes ale of numerical

model.

The what sizes characterizes the dynamic process
of the suspended sieve, obtained by-computation, i
am:
Dynamics factors:

d, =12586 s; d,, =1095 m/s’*; d_ =918 m'/s?;
d,, =2905s7?; d, =572,08 s

the own throb:
p,=1122 s*; p, =2873 s7; p, =2392 s7;
p,=12,44 s*; p, =259 s;
the own vectors: p, =315; n, =59,4;
amplitudes:
Y, =X,=2,42-10°m; e, =122-10"rad;
constants:
k,=7,95-10" k, =1,2-10% k, =
=0,0122; k, = 4,44-10°°; k, = 0,266;
k,=0,02; k, =371,4; tgo. = 0,44; k, =0,36..
The images obtained for the variations of the

factors of amplification of laggings is presented the
in the figures of hereinafter.
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Figure 3. The variation of the amplification factor -A,,
depending on the throb of excitation. A, = f(®).
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Figure 4. The variation of the amplification factor -A,,
depending on the throb of excitation. A, =f(®).
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Figure 5. The laggings variation. 0, = f ()

1]
0.57 L

u 20

G0 =0 100 120

Figure 6. The laggings variation 0 = f(w).
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Figure 7. The variation of the amplification factor - Ay,
depending on the throb of excitation A = f(w).

4. CONCLUSIONS

In abaft study achieved about dynamic
behavior of suspended sieve to machine of sorted
self-propelled KT 45/18/13, i can formulated next
conclusions:

He operates the in rezonance, the area of
thing of throb of excitation be far-off of the zones
of resonance, carry is placed up to 30 s™, incite for
how much amplitudes the si for phases.

He is good from dynamic viewpoints the
phenomena of breach consider of technological
due to what causes the object other studies.

Enabled to established an adding employable
algorithms for the study altor sieves and to propose
solutions of improve dynamic operation through
the reorganization pozitionals the suspended sieve
on equipment [2].
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