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Abstract: This paper presents some results obtained on diminishing the noise generated by transportation 
means in urban environment, with application to Timişoara City. Starting from the results of 
measurements, noise abatement methods were established concerning the noise in urban environment. 
After the implementation of these methods, new measurements were performed. A comparison study was 
developed based on the results of the measurements. 
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1. INTRODUCTION 
 

Noise is highly detrimental for human being’s 
life and activity. In the urban environment it is 
generated by sources emanating from road, rail and 
air transportation means. The noise generated by 
road transportation means depends on the traffic 
intensity, as well as on the speed of vehicles and it is 
mainly generated by three sources: the engine, the 
transmission system and the rolling. Rail 
transportation means generate noise due to the speed 
variations, the rail joints, the rail elasticity, the 
conical ness, eccentricity and deformation of the 
wheel band, the guiding on rolling track and 
breakings or accelerations. The most important noise 
source in air traffic is the airscrew, and in the case of 
modern planes, the noise sources are the jet engines 
and the turbo-props. 

In order to reduce the noise effects, limit values, 
which cannot be exceeded, were established. The 
limits are defined through the equivalent noise level 
Lech 

and the noise curves (Cz). 
The equivalent noise level corresponds to an 

equivalent intensity which would be constant during 
the considered time and it is defined by 
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where L(t) is the instantaneous noise level.  
In this respect, Romanian standard STAS 10009-

88, „Urban acoustics” establishes some admissible 
limits for urban noise. In the same time, the location 
of apartment houses on streets having different 
technical categories, or to the limit of some 

functional areas and road traffic organization, too, 
must be made in such a way as the admissible limit 
for exterior noise level (which is 50 dB or Cz45 
curve) to be assured. This noise level is measured in 
a point located at 2 meters distance from the 
building’s wall, according to STAS 6161/1-79. 

In order to limit the effects produced by rail 
traffic noise upon the urban environment, it is 
stipulated that this one cannot exceed 70 dB(A) at 
the limit of rail area, or the Cz65 curve. 

Also in order to limit the noise generated by air 
traffic, it is recommended to not exceed 90 dB(A) 
airplanes displacements during the day between 
7.00-19.00 hours, 85 dB(A) during the evening 
between 19.00-22.00 hours and 80 dB(A) during the 
night between 22.00-7.00 hours. 

Taking into consideration the number and the 
variety of sources participating in urban noise 
generation, as well as the nature of acoustic waves 
generated by these ones, the acoustic filed is 
extremely complex and its study it is recommended 
to be experimentally developed. 
 
2. MEASUREMETS ACCOMPLISHMENT 
 

Noise level measurements were performed in 119 
measuring points, which were located near some of 
the most important crossings from Timişoara City 
[6], [7]. Measurements were performed using the 
Statistical Distribution Analyzer 4426, the Sound 
Level Recorder Bruel & Kjaer 2237, the Noise Level 
Meter N.L.-20 made in Japan and the Hand Held 
Analyzer Bruel & Kjaer 2250. These ones allowed 
measuring and automat recording of the most 
important parameters of the noise, such as: Lech 
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(equivalent noise level), LAE 
(exposure level), Lmax (maximum noise level), Lmin 

(minimum noise level), 
L0,1, L5, L10, L50, L90, L95 

(percentage noise levels). 
These parameters were obtained during a continuous 
8 hours period (7.00-15.00), divided in one hour 
time lags. By means of the measured parameters it 
was possible to compute other physical indicators 
which characterize the phonic pollution, such as: the 
noise climate (N.C.), the traffic noise index (T.N.I.) 
and the level of phonic pollution (L.N.P.). 

In order to perform the measurements, the 
microphone was placed next to the streets’ border at 
7,5 meters distance from the axis of the first runway, 
at 1,30 high from the ground. Simultaneously with 
noise data recording, it was determined the 
composition and the intensity of the traffic as well as 
the speed of the vehicles. For measuring the noise 
generated by rail traffic, the microphone was placed 
at the limit pf rail area while for the noise generated 
by the air traffic the measurements taken place at 
Timişoara airport. The results of measurements, the 
intensity and composition of the traffic were 
centralized in a data base designed for the study of 
phonic pollution in Timişoara City. 
 
3. ANALYSIS OF THE RESULTS OF THE 
MEASUREMENTS 
 

Form the obtained data it results that in 95 
measuring points from a total of 119 measuring 
points, which means 79,85%, the equivalent noise 
level exceeds the maximum admissible value 
defined by Romanian standard STAS 10009-88 
concerning “Urban acoustics”. The overtaking was 
included in the interval 0,5-15,5 dB. Table 1 
presents the statistical distribution of the equivalent 
noise level (Lech) in the measuring points, as well as 
the percentage of disturbed people [8]. 
 

Table 1. Statistical distribution of the noise level 

L
ech 

[dB] No. of 
points Percentage 

Percentage 
of disturbed 

people 
{54.3} 

[55-60] 
[60.3-63.5] 
[65.1-70] 

[70.1-74.9] 
[75.1-79.6] 

{81.8} 
[85.5-85.9] 

1 
0 
9 

37 
51 
18 
1 
2 

0.85 
0 

7.6 
31.1 
42.8 
15.1 
0.85 
1.7 

{8} 
{0} 

[25-40] 
[42-60] 

[60.1-79.9] 
[80.1-98] 

{100} 
{100} 

 

Fig. 1 shows a chart of the percentage of 
equivalent noise levels recorded in the measuring 
points. 

The hourly variation of noise intensities in 8 
hours in an intense traffic measuring point (1291 
aut/h) is presented in fig.2. 

 
Figure 1 Percentage of noise levels recorded in the 
measuring points 

 

 
Figure 2 The hourly variation of noise levels in an intense 
traffic measuring point 
 

 
Figure 3 Hourly variations of noise levels in a low traffic 
measuring point 
 

 
Figure 4 Hourly variation of equivalent noise levels for 
intense and low traffic in 8 hours in the urban 
environment 
 

It can be observed that the recorded equivalent 
noise level has values in the range 70-80 dB, the L0,1 level has a maximum around 12.00 hours and L90 level has values in the range 50-60 dB. 

Fig.3 shows the hourly variation of noise 
intensities in a low traffic measuring point (9 aut/h). 
It can be observed that the equivalent noise level 
ranges between 50 and 60 dB, much lower than the 
level recorded in an intense traffic measuring point. 
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Fig.4 shows a comparison between the equivalent 
noise levels recorded in intense traffic and low 
traffic condition, respectively. 

In an intense traffic street, the equivalent noise 
level was 74,9 dB(A) beside 54,3 dB(A) for a low 
traffic street, therefore a raise of 37,9% for the noise 
level. In the majority of the measurement points, the 
peak noise level was exceeded with 1-9,5 dB while 
the admissible noise level established to 50 dB 
measured at 2 meters distance from the buildings 
was generally exceeded with 1,3-32,9 dB(A). The 
average equivalent noise level for the 119 measuring 
points was 71,03 dB(A) and the average traffic 
intensity was 1202,3 aut/h. The traffic intensity 
ranges between 9 and 2681 aut/h while the speed of 
vehicles ranges between 50 and 60 km/h. The 
percentage of different transportation means is 
presented in table 2. 

 
Table 2. The percentage of transportation means in the 
119 measuring points 

Transportation 
means 

Minimum 
percentage 

Maximum 
percentage 

Trams 
Buses 

Trolleybuses 
Microbuses 

Cars 
Trucks 

Tractors 
Motorcycles 

Trains 

0.4 
0.01 
0.04 
1.1 

34.2 
0.3 

0.01 
0.01 
0.08 

18 
7.5 
7.8 

15.9 
95.27 
18.1 
2.9 
4.1 

54.7 
 

The noise level generated by trains measured at 
the limit of the rail area exceeded the admissible 
value with 2.2-12.7 dB(A) and at the Timişoara 
Airport the admissible value for the noise level was 
exceeded with 7 dB. Because in the majority of 
measured points it exceeding of admissible limits 
were found, it was necessary to apply some 
measures for noise abatement. 
 
4. THE EFECT OF THE 
IMPLEMENTATION OF NOISE 
ABATEMENT MEASURES 
 

In order to reduce the noise in Timişoara City, 
the old rail system was completely changed with a 
modern one, more silent, with better insulating 
properties. All old and noisy trams were replaced 
with a newer generation, but unfortunately not the 
newest one. On many streets was improved or 
changed the superstructure of the runway. Many 
crossings were modernised and semaphores were 
installed. One-way traffic was imposed for some 
streets and the speed of vehicles was limited. It was 
eliminated the presence in traffic of heavy trucks in 

the central area of the City. In some area it was 
allowed the access only for certain categories of 
vehicles. On the other side, in order to avoid the 
presence of heavy trucks in the urban area, it was 
started the construction of a ring road for Timişoara. 
Between the runways and the residential areas, 
protective green zones were planted. 

In order to reduce the noise generated by rail 
traffic, some new, more silent trains were employed 
and between the railway and the urban area acoustic 
screens and protective green zones were realized. In 
order to reduce the noise generated by plains at 
Timişoara Airport, this one was modernized. The 
effect of the implementation of these measures for 
noise abatement were evaluated through new 
measurements performed in 46 measuring points, 
selected near some of the most important crossings 
from Timişoara City. From the obtained data it 
results that in the 46 measured points, the equivalent 
noise level was reduced with 0,1-12,4 dB and in 32 
points (69,56%) the noise level does not exceed the 
admissible value defined by STAS 10009-88. In those 
10 measured points located at the limit of rail zone, 
the equivalent noise level was reduced with 0,1-9,3 
dB and in 6 of these points (60%) the noise level does 
not exceed the maximum admissible value. 

In the following, we present a comparison 
between the situation existing in these 46 measuring 
points before and after the implementation of noise 
abatement measures. In tables 3 and 4 we present the 
statistical distribution of equivalent noise level and 
the percentage of disturbed people in those 46 
measured points before (table 3) and after (table 4) 
the implementation of noise abatement measures. 

In figs. 5 and 6 it is presented the chart of 
equivalent noise levels percentage in those 46 
measuring points before (fig.5) and after (fig.6) the 
implementation of noise abatement methods.  

From these charts it can be observed the degree 
of reduction of the noise level and the diminution of 
the percentages of disturbed people as a result of the 
implementation of the noise abatement methods. 

The average equivalent noise level in these 46 
measuring points was 71,8 dB(A) for an average 
traffic intensity of 1260,7 aut/h before the 
application of noise abatement methods and 67,3 
dB(A) for an average traffic intensity of 1429 aut/h 
after the implementation. As regards the average 
equivalent noise level existent at 2 meters distance 
from buildings, this one was 67,3 dB before the 
application of noise abatement methods and 62,7 dB 
after that. The percentages of transportation means 
in these 46 measured points is presented in table 5 
(before application of noise abatement methods) and 
in table 6 (after application of noise abatement 
methods). 



 

RJAV vol VI issue 1/2009                                           36                                                          ISSN 1584-7284 

Table 3. Statistical distribution of noise level before the 
application of the noise abatement methods in 46 
measuring points 

L
ech 

[dB] No. of 
points Percentage Percentage of 

disturbed people 
{63.5} 

[66.2-69.7] 
[70.1-74.9] 
[75.1-78.6] 

1 
10 
28 
7 

2.2 
21.7 
60.9 
15.2 

{37} 
[47-59] 
[60-79] 

[80.1-97] 
 
Table 4. Statistical distribution of noise level after the 
application of the noise abatement methods in 46 
measuring points 

L
ech 

[dB] No. of 
points Percentage Percentage of 

disturbed people 
[60.1-65] 

[66.1-69.9] 
[70.4-74.2] 

{75.1} 

16 
18 
11 
1 

34.8 
39.1 
23.9 
2.2 

[25-44] 
[47-60] 
[61-78] 
{80.1} 

 

 
Figure 5. The percentage of noise levels in those 46 
measured points before the application of noise abatement 
methods 
 

 
Figure 6. The percentage of noise levels in those 46 
measured points after the application of noise abatement 
methods 
 
Table 5. Percentages of transportation means in those 46 
measuring points before the application of noise 
abatement methods 

Transportation 
means 

Minimum 
percentage 

Maximum 
percentage 

Trams 
Buses 

Trolleybuses 
Microbuses 

Cars 
Trucks 

Tractors 
Motorcycles 

Trains 

0.4 
0.01 
0.04 
2.9 

68.7 
0.4 

0.03 
0.01 
0.1 

15.1 
2.7 
3.0 

10.9 
95.27 
16.4 
1.4 
1.7 
1.7 

Table 6. Percentages of transportation means in those 46 
points before the application of noise abatement methods 

Transportation 
means 

Minimum 
percentage 

Maximum 
percentage 

Trams 
Buses 

Trolleybuses 
Microbuses 

Cars 
Trucks 

Tractors 
Motorcycles 

Trains 

0.4 
0.1 
0.1 
2.1 

39.6 
0.1 
0.1 
0.3 
0.1 

47.9 
8.6 
1.9 
16.8 
93.6 
15.3 
1.4 
10.4 
1.5 

 
5. CONCLUSIONS 
 

After performing the measurements described in 
the paper, it was possible to evaluate the degree of 
phonic pollution for Timişoara City. The 
implementation of noise abatement methods leads to 
a diminution of the pollution degree and a 
diminution of the percentage of disturbed people. 

The measurements performed after the 
implementation of noise abatement methods 
emphasize their efficiency. This can be underlined 
by comparing the results of the measurements 
performed before and after the implementation of 
the noise abatement methods. Once the implemented 
methods prove their efficiency, these ones can be 
applied in every practical situation concerning traffic 
or industrial noise. 

As it results from this paper, one can conclude 
the noise abatement methods implemented in 
Timişoara City proved their efficiency.  

The alignment to European regulations imply yet 
the application of the Directive 2002/49/EC 
concerning the management of the environmental 
noise, this one needing, beside noise mapping, the 
permanent monitoring of the noise by real 
measurements in real conditions. 
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