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Abstract: - This paper will assess the noise impact of a natural gas compression station in the vicinity of 
residential areas, where Community law in the field of noise protection is applying. This paper presents 
acoustic and vibration measurements performed at a natural gas compression station, the noise map for 
the entire area and 3 different scenarios to reduce noise in the propagation path. The originality of the 
paper is given by one scenario designed with custom sound absorbent structures in order to reduce noise 
for a specific noise source. Conclusions and further work will be offered at the end of the article. 
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1. INTRODUCTION 
 

The noise pollution sources from a natural gas 
compression and transmission stations are very 
important especially when they are used in the 
vicinity of residential areas, where the 
environmental legislation for residential areas is 
applying. It is highly important to monitor and to 
reduce the noise not only for the community, but 
also for the system in which may appear damaged 
caused by the excess vibrations. In such systems, the 
intake and exhaust pipes are more predisposed than 
the compressors nacelle to transmit noise, due to the 
fact that the pipes walls are more thinner, focusing 
the propagation of vibrations and sounds. The 
rhythmic variation pressures are the main noise and 
vibration source of the pipeline. 

In such systems the centrifugal compressor is 
considered to be the main noise and vibration 
source, but there are also secondary sources 
generating noise and vibration. These are:  

- diaphragms, which are working in a critical 
range; 

- closing - opening elements, which are working 
at partial loads; 

- elbows and section variations of the distribution 
pipelines. 

Noise can be reduced both at source and on the 
propagation path. In this stage we choose to offer 
scenario to reduce the noise on the propagation path, 
due to the fact that the station used in this case study 
was working continuously. Performing acoustic 
measurements, accomplishing the noise map for a 
natural gas compression station and offering 
scenarios to reduce noise are the first step to solve 
the legislative noise issues. 

 
2. NOISE AND VIBRATIONS 
ASSESMENT  

 
In February 2009 we performed noise and 

vibration measurement with the objectives to create 
the noise source identification and a noise database 
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with spectral components of the gas compression 
stations.  

For this reason, a measurement plan was 
achieved, both for inside & outside of the skid (the 
building in which the turbo engine and the 
centrifugal compressors are mounted) and close to 
the first houses at 1 Km away from the industrial 
zone, in order to evaluate the noise impact.  

For measurements we used one multichannel 
acquisition system with 12 channels (the modules 
are supporting both microphones and vibration 
transducers) and a sound level meter, class 1 
precision, and also certificated sound and vibration 
calibrators. 

 

 

Figure 1. The scheme and images of the measurement 
points 

 
Additional measurements also have been 

achieved at the elbows of the intake and exhaust 
pipes, in order to identify trough noise and vibration 
correlation the main noise source.  

Figure 2. Noise and vibration measurements 
 
These studies showed us that the centrifugal 

compressor which has 2 blades stages, each having 
13 blades, was the main noise source, acting like a 
very high tone generator at the frequency of 2912 
Hz, during that operating condition.  

The vibration analysis and the cross correlation of 
noise, showed us that only the exhaust pipeline 
generates high noise due to the centrifugal 
compressor, and also the vibration components 
confirm this observation. For this reason, the noise 

level, outside, close to the exhaust pipeline is about 
108 dBA.  

In figure 3 is presented the frequency analysis of 
the noise and vibration signals for the intake and the 
exhaust pipes. The analysis is performed trough 
FFT, with 12801 lines using the zoom factor 8 
indicating with a good resolution the 2912 Hz 
frequency. In the first spectrum from figure 3, we 
compare the noise between the intake pipe (green) 
and the exhaust pipe (red), and in the second 
spectrum we compare also the vibrations of them. 

The following figure 4 presents the harmonics of 
the frequency 2912 Hz (intake with green and 
exhaust with red). 

 

Figure 3. The outside FFT noise and vibration analysis at 
intake and exhaust pipes 

 
[ID=64] Average G1 5.mic_aspiratie_2009 - Record - ZGOMOT Hz;(dB(A)[2.000e-05 Pa], RMS) 0.00
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Figure 4. The outside FFT noise analysis at intake and 
exhaust pipes 

 
This sound level at such frequency is disturbing 

for the human ear. Also the A weighting curve can 
show that the frequency domain between 1 kHz and 
5 kHz is over the linear values. The conclusion of 
these observations is the fact that the human ear 
perceives the noise strongly than is actually 
generated on that frequency.  
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3. THE ASSESMENT OF THE NOISE AT 
THE NATURAL GAS COMPRESSION 
STATION 

 
After measurements and post-processing, we 

decided to prepare the new noise database for the 
intake and exhaust pipes, and to import all octave 
bands in a dedicated noise mapping software, which 
is according to Directive 2002/49/EC 
(Environmental Noise Directive). 

We intended to realize a noise map, based on a 
3D model for the local zone, using also 
meteorological data and the new noise database, in 
order to have an image of the sound propagation in 
free filed with real data. 

Trough this approach, a validation of prediction 
has been achieved, with measurement results, and 
also we evaluate the environmental noise impact, 
close to the community.  

The current situation shows us that close to the 
first house the “Lden” noise level is between the 
noise contours of 50 dBA and 55 dBA. From the 
environmental noise legislation point of view, the 
admissible noise level near to houses should be less 
than 50 dBA. 

 
[ID=80] Average G1 5.mic_aspiratie_2009 - Record - ZGOMOT Hz;(dB(A)[2.000e-05 Pa], PWR) 4 k 77.2
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Figure 5. Frequency recomposition for the new noise 
database used for prediction - PWR (dBA) 

It is very important to take into account the fact 
that cities are increasing fast and the noise limits will 
touch smaller values in few years, in order to obtain 
more quiet areas.  

In figure 5, is presented the frequency 
recomposition for the new noise database used to 
predict the noise propagation, both for the intake and 
exhaust pipes. 

In figure 6, is presented the 3D model of our local 
zone. The propagation model that we used for 
simulation takes into accounts the options of 2 
reflections calculation, an average temperature of 
15˚C and a relative humidity of 50%.  

For local meteorological influence a C0/dB factor 
have been used with 2 dB for day and 1 dB for 
evening and night. 

 

Figure 6. The design of the 3D model 
 

Figure 7. The industrial noise map for the actual situation 
– 2D – far away from the noise source 

 

Figure 8. The industrial noise map for the actual 
situation – 3D – close to the noise source 



 

RJAV vol VII issue 1/2010                                         56                                                           ISSN 1584-7284 

4. SCENARIOS TO REDUCE NOISE IN 
THE PROPAGATION PATH  

 
Generally, the noise can be reduced preferably at 

source, but there are cases when it is hard to 
established noise reduction in this way, so it remains 
to reduce noise on propagation path or at receiver. 
Due to the fact that the natural gas compression 
station is working continuously, we decided to offer 
3 scenarios to reduce noise on propagation path 
close to the noise source. Trough this way, we used 
for simulation the same 3D model presented above, 
with the same data, but, we introduce at 1 meter 
from the pipelines, 3 types of sound barriers.  

The first scenario was realized with a standard 
cantilevered barrier selected from the software 
database, which is also used for roads (Fig.9.A). 

The second scenario was realized with the same 
transmissibility and absorption loss like the first one, 
but with a different geometry and height (Fig.9.B.).  

In the last scenario we decided to use for 
simulation a custom sound barrier (Fig.9.C), based 
on a special sound absorbent material, which we 
designed and tested with the last generation of 
Kundt Tubes, in order to identify in narrow band 
spectrum the perfect alpha coefficient and 
transmissibility data for our noise source. We 
introduced in the propagation model these data and 
we obtained the following results, presented in 
figure 10 (A1, B1, C1 represents the 2D noise maps 
far away from the noise source and A2, B2, C2 
represents the 3D noise maps close to the noise 
source). 

 

Figure 9. Different sound barriers used for noise 
prediction 
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Figure 10. Scenarios to reduce industrial noise with 
sound barriers 
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5. CONCLUSIONS 
 
In this paper we presented the acoustic and 

vibration measurements realized at a natural gas 
compression station, the assessment of the noise by 
performing a noise map using real input data (not the 
software library) and 3 scenarios to reduce the noise 
on the propagation path. These scenarios show us 
that we can achieve a reasonable noise reduction 
without expensive cost using a custom sound-
absorbent structure. Similar work and case studies 
was presented by the authors in others articles.  

Further work must be done in order to reduce 
noise at source, trough research and new concept 
design. In the frame of the “NOVICOM” Research 
Project, the next steps for the team will be to act on 
the centrifugal compressor, reducing noise at the 
source. 
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