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Abstract: - Conventional railway vehicle systems exhibit lateral instability phenomenon doe to self-
induced oscillations of the rigid axle wheelsets, which increases component wear and imposes 
operating speed limits. To improve the stability performances, without increasing the rail-wheel 
interaction forces above safety limits, elastic joints and dissipative devices are used to connect the 
wheelset to the bogie frame. Using the linear elastic and damping model, this paper derives the 
governing differential equations of motion for a bogie with independently rotating wheelsets. The 
bogie is modeled by a 6 degree-of-freedom (DOF) system which considers the lateral displacement 
and yaw angle of each wheelset and the lateral displacement and yaw angle of the truck frame. The 
equations of motion of the mechanical model, were proceeding in a Matlab-Simulink program. In this 
paper is presented the influence of the damping coefficients of the model on the hunting motion 
stability of the considered bogie by numerical simulations. 
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1. INTRODUCTION 
 

A limiting factor in high speed rail vehicles is the 
dynamic phenomenon called “hunting motion”, 
which initially becomes apparent as a lightly 
damped lateral/yaw response of the vehicle. Above a 
certain forward speed, called the “critical speed”, 
hunting appears as an undamped motion of the 
wheelset constrained by the wheel flange and the 
rail.  

The hunting motion occurring in case of the 
railway vehicles is a consequence of the reversed 
conic shape of the wheel rolling surfaces. This 
produces a difference in the rolling radii of the two 
wheels when the wheelset is displaced to one side. 
Since the wheels are rigidly connected together 
through the axle, they and must spin at the same 
rate. Therefore, the forward velocity of the first 
wheel is larger than the forward velocity of the 
second wheel. This causes a rotation of the axle 
toward the center of the track, with the yaw angle 
continuing to increase until the axle center moves 
back to the middle of the track. This motion 
continues, with the axle oscillating from side to side 
in coupled lateral and yaw motion referred to as axle 
hunting. Below a certain vehicle riding speed, called 
the critical speed, the hunting motion appears as a 
damped sinusoidal oscillation along the track 
centerline. [1, 4] 

The effect of primary suspension and the effect 
of linear stiffness on the hunting stability of a rail 
wheelset have been investigated in [5, 6]. Passive 
stabilization of the amplitude of self-oscillations or 
elimination of self-oscillations by appropriately 
selecting the parameters of the tread contour has 
been studied in [7, 8].  

An analytical investigation of Hopf bifurcation 
and hunting behavior of a rail wheelset with 
nonlinear primary yaw dampers and wheel-rail 
contact forces is presented in [9]. The influence of 
linear and nonlinear dissipation in horizontal plane 
of a wheelset with elastic joints is also studied in 
[10, 12] and the semi-active control strategies 
implemented with magnetorheological dampers [13].  

Molle and Gasch [15] theoretically investigated 
the nonlinear behavior of bogies using the Galerkin-
Urabe method. In the analysis, the influences of, for 
example, the nonlinear geometry and changing 
contact area of the wheels and rails were taken into 
account.  

Xu et al. [16] carried out the reduction of the 
dimensionality of the dynamics using the center 
manifold theory and qualitatively analyzed the 
nonlinear characteristics of the bifurcation at the 
linear critical speed which is obtained by linear 
theory.  

Lorant and Stepan [17] theoretically examined 
the nonlinear behavior of a single-axle railway bogie 
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with flange contact and showed that the nonlinearity 
arising from the creep force law is negligible 
compared to that of flange contact [6]. 

 
The hunting stability of a truck modeled by a six-

DOF system, i.e. a system considering the lateral 
displacement and yaw angle of the two wheelsets 
and of the truck frame, has been investigated by 
Horak and Wormley [18], No´ and Hedrick [19], 
Piotrowski [20], Haque and Lieh [21], Narayana et 
al. [22], Dukkipati et al. [23], and Mehdi andShaopu 
[24]. 

 
In this paper is analyzed the influence of the 

damping coefficients of the model to the hunting 
motion stability of a dynamical system with 6 DOF 
representing a bogie with independently rotating 
wheelsets.  

The equation of motion for the bogie-wheelsets-
track system where developed using Matlab 
Simulink. The theoretical model results are 
compared with the field data obtained in literature 
[3, 5, 25].  

 
 

2. ANALYTICAL MODEL OF THE BOGIE 
 

In figure 1 is shown the physical model of the 
bogie with independently rotating wheelsets.  
 

Figure 1. The model of a bogie with independently 
rotating wheelsets 

 
 
In this case, as is shown in figure 1, the 

movement equations are given by the following 
system of equations: 

 For the bogie: 
 
 

1 2

1 2

2 1 2

2 1 2

1 2

4 4
2

4 4 0
2

4 4
2

4 4
2

4
2

b b oy b by b

oy b by b

bz b ox o b bx b b

ox o b bx b b

oy b

y ym y C y C y

y yK y K y

I C b C b

K b K b

y yC a a 2

21 2

4

4 4 0
2

by b b

oy b by b b

C a

y yK a a C a

  (1) 

 
 For the wheelsets: 
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The bogie is modeled by an oscillating system 

with sex degrees of freedom. The hunting motion is 
studied with respect to an inertial system of 
reference which moves with a constant velocity 
along the track centerline. The elastic and damping 
characteristics of the mechanical model are linear. 
 
3. SIMULATION RESULTS 
 

The simulation parameters are given in table 1 
 

Table 1. Model parameters 
mo=1500 kg,  Ioz=840 Nm2 
mb=3000 kg,  Ibz=500 Nm2 Inertial parameters 

x= y=400, [50…400] Creep coefficients 
Q=7.5 t Axle load 

b=1 m, bb=1.25 m, a=1.4 m  
ab=1.5 m, e=0.75 m  
r=0.46 m, =0.13 

Geometric 
parameters 
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kox=9 105 N/m 
 koy=5.43 105 N/m  

kbx=2 106 N/m 
kby=2 106 N/m 

Elasticity 
coefficients 

Cox= Coy=50 kNs/m 
Cbx=Cby =20 kNs/m 

Damping 
coefficients 

y1=2 mm, y2=1 mm 
 yb=2 mm Initial conditions 

 
In figure 2 is presented the transversal 

displacement of the axles in time and in plan phases 
before the critical speed, V=71 m/s. 

 

Figure 2. Hunting motion of the axles before the critical 
speed  

 
In figure 3 is presented the transversal 

displacement of the bogie frame in time and in plan 
phases before the critical speed, V=71 m/s. 

 

 
 

 
Figure 3. Hunting motion of the bogie frame before the 
critical speed 

 
In figure 4 is presented the transversal 

displacement of the axles in time and in plan phases 
corresponding the critical speed, V=72.3 m/s. 

 

 

 
Figure 4. Hunting motion of the axle at the critical speed 

 
In figure 5 is presented the transversal motion of 

the bogie frame in time and in plan phases 
corresponding the critical speed, V=72.3 m/s 
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Figure 5. Hunting motion of the bogie frame at 

the critical speed 
 
In figure 6 is presented the transversal 

displacement of the axles in time and in plan phases 
after the critical speed, V=75 m/s. 

 

 

 

Figure 6. Hunting motion of the axles after the 
critical speed 

 

In figure 7 is presented the transversal 
displacement of the bogie frame in time and in plan 
phases after the critical speed, V=75 m/s 

 

Figure 7. Hunting motion of the bogie frame 
after the critical speed 

 
In figure 8 is presented the influence of the 

longitudinal damping of the axles to the hunting 
motion critical speed. 

 

Figure 8. Hunting motion critical speed vs. 
longitudinal damping of the axles 

 
In figure 9 is presented the influence of the 

transversal damping of the axles to the hunting 
motion critical speed. 
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Figure 9. Hunting motion critical speed vs. transversal 
damping of the axles 

 
In figure 10 is presented the influence of the 

longitudinal damping of the bogie frame to the 
hunting motion critical speed. 

 
 

Figure 10. Hunting motion critical speed vs. longitudinal 
damping of the bogie frame 

 
In figure 11 is presented the influence of the 

longitudinal damping of the bogie frame to the 
hunting motion critical speed. 

 

Figure 11. Hunting motion critical speed vs. transversal 
damping of the bogie frame 

 
 

Figure 12. Hunting motion critical speed vs. axle load 
 
In figure 12 is presented the influence of the axle 
load to the hunting motion critical speed. The lateral 
stability of the bogies is decreasing with the axle 
load increasing. 
 

Figure 13. Hunting motion critical speed vs. axle weight 
 
In figure 13 is presented the influence of the mass of 
the axle to the hunting motion stability of bogies. 
 
 
4. CONCLUSIONS 
 

The hunting motion of the bogie with 
independently rotating wheelsets is caused by the 
movement to the different rolling ray of the same 
axle because of irregular profiles of wheels and 
limits the top speed of the railway vehicles.  

Both instability of bogie and wheelset hunting 
motions of a bogie with independently rotating 
wheelsets occur in the dynamical system at the same 
time  

The hunting movement of the vehicle bogie and 
axle has a strong dynamic instability for higher 
speed than critical speed of the hunting motion and 
that fact coerce the maximum train speed. 

Using the linear dissipation devices in the both 
principal directions in horizontal plane, the hunting 
motion critical speed can be increase. 
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The damping coefficient of the bogie frame has 
insignificant influence to the hunting motion 
stability of the bogies. 

The increasing of the bogie frame dissipation 
coefficients in horizontal plane is producing a 
movement coupling between the two vibrating 
masses. 

The decreasing the wheelset masses and the axle 
load of railway vehicles is producing in the system 
an improving of hunting motion stability. 
 
ACKNOWLEDGMENTS 
 

The authors gratefully acknowledge the financial 
support of the National Authority for Scientific 
Research (ANCS, UEFISCSU), Romania, through 
PD research project nr. 210/2010. 
 
REFERENCES 
 
[1] Sebe an I., Dynamics of railway vehicles [in Romanian], Ed. 

Tehnic . Bucuresti, 1995 
[2] Polach O., Influence of wheel/rail contact geometry on the 

behaviour of the railway vehicle at stability limit, Enoc2005, 
Eindhoven, Netherlands, pp 2203-2210, 7-12 August 2005  

[3] Lee S.Y., Cheng Y.C., Hunting stability analysis of high-
speed railway vehicle trucks on tangent tracks, Journal of 
Sound and Vibration, 282, pp. 881-898, 2005.  

[4] Sireteanu T., Sebesan I. Baldovin D., The influence of 
damping characteristic on the stabilization control of 
hunting motion of a railway vehicle wheelset, Proceedings 
of the Romanian Academy, Series A, Volume 11, Number 
4//2010, pp. 355–362. 

[5] Anant, M. and A. Mehdi, Nonlinear investigation of the 
effect of primary suspension on the hunting stability of a rail 
wheelset, ASME Rail Transportation Division, vol.27, 
pp.53-61, 2004.  

[6] Yabuno H., Okamoto T., Aoshima N., Effect of lateral linear 
stiffness on nonlinear characteristics of hunting motion of a 
railway wheelset, Meccanica 37, pp. 555–568, 2002. 

[7] Sadkov M. Ya., Passive stabilization conditions for a 
rectilinearly moving wheelset, International Applied 
Mechanics, Vol. 39, No. 8, pp 983-986, 2003. 

[8] Peiffer K., and Savchenko A. Ya., On passive stabilization in 
critical cases, J. Math. Anal. Appl., 244, 106–119, 2000.  

[9] Mehdi A., Shaopu Y., Hopf bifurcation and hunting behavior 
in a rail wheelset with flange contact, Nonlinear Dynamics, 
15, pp.15-30, 1998.  

[10] Baldovin D., Sireteanu T., Mitu A. M., The influence of 
linear dissipation in the hunting motion stability of wheel set 

with elastic joint system, The 8’th International Conference 
of Acoustic Romanian Society, Resita, Romania, oct 2009. 

[11] Baldovin D., Sireteanu T., Nistor S., Mitu A. M., 
Dissipation effect in the hunting motion stability of wheel 
set with elastic joints, Analele Universit ii Eftimie Murgu 
Re i a, anul xvii, nr. 1, 2010, issn 1453 – 7394 

[12] Baldovin D., Mitu A.M., Sireteanu T., Improving the 
hunting motion stability by using the nonlinear dissipation 
device in wheel set with elastic joints system, Tehnomus XV 
15-th International Conferences Proceeding, pp. 81-86, 
ISSN- 1224-029X, Suceava 2009 

[13] Shen Y., Saopu Y., Pan C., Xing H., Semi-active control of 
hunting motion of locomotive based on magnetorheological 
damper, International Journal of Innovative Computing, 
Information and Control, Vol. 2, No. 2, pp 323-329, 2006 

[14] Baldovin D., Baldovin S., The lateral stability of a bogie 
with independently rotating wheelsets, The Annual 
Simposium of the Inst. of Solid Mechanics, SISOM, 
Bucuresti, may , 2012. 

[15] Molle, D. and Gasch, R., Nonlinear bogie hunting, 
Proceedings 7th IAVSD Symposium,Wickend A.H. (ed.) 
Swets and Zeitlinger B.V., Lisse, 1982, pp. 455–467. 

[16] Xu, G., Troger, H. and Steindl, A., Global analysis of the 
loss of stability of a special railway body, in: Schiehlen,W. 
(ed.), Nonlinear Dynamics in Engineering Systems, 
Springer-Verlag, Berlin, 1990, pp. 345–352. 

[17] Lorant, G. and Stepan, R., The role of non-linearities in the 
dynamics of a single railway wheelset, Mach. Vib. 5 (1996) 
pp. 18–26. 

[18] D. Horak, D.N. Wormley, Nonlinear stability and tracking 
of rail passenger trucks, Journal of Dynamic Systems, 
Measurement, and Control 104 (1982), pp.256–263. 

[19] M. No, J.K. Hedrick, High speed stability for rail vehicles 
considering varying conicity and creep coefficients, Vehicle 
Systems Dynamics Vol. 13 (1984), pp.299–313. 

[20] J. Piotrowski, Stability of freight vehicles with the H-frame 
2-axle cross-braced bogies. Simplified theory, Vehicle 
Systems Dynamics, Vol. 17 (1988) 105–125. 

[21] I. Haque, J. Lieh, A study of parametric stability of railway 
vehicles, International Journal of Vehicle Design Vol. 14 
(2/3) (1993), pp. 246–260. 

[22] S. Narayana Swamy, R.V. Dukkipati, M.O.M. Osman, A 
comparative study on lateral stability and steady state 
curving behavior of unconventional rail truck models, 
Proceedings of IMechE Part F: Journal of Rail and Rapid 
Transit 208 (1994), pp. 1–13. 

[23] R.V. Dukkipati, S. Narayana Swamy, Lateral stability and 
steady state curving performance of unconventional rail 
trucks, Mechanism and Machine Theory Vol. 36 (2001), pp. 
577–587. 

[24] A. Mehdi, Y. Shaopu, Effect of system nonlinearities on 
locomotive bogie hunting stability, Vehicle System 
Dynamics, Vol. 29 (1998) pp. 366–384. 

[25] R. Dukipati, Lateral Stability Simulation of a Rail Track on 
Roller Ring, JSME International Journal Serie C, Vol 45, 
No. 1, 2002. 

 
 
 
 
 
 
 
 
 
 
 


